
Dräger X-plore® 9000
Supplied Air System

DETECTION      PERSONAL PROTECTION DIVING TECHNOLOGY      SYSTEM TECHNOLOGY      SERVICES

Via a 10-metre compressed air hose, the
Dräger X-plore® 9000 is connected to a
source of breathing air (pressurised ring
main, mobile air source, or a compressor).
According to the specific application the user
can choose a suitable headpiece. As part
of the modular system the hoods, helmets,
and visors of the Dräger X-plore® 7000
product range, the Dräger X-plore® 4740
half masks, and the Dräger X-plore®
6300/6500 full face masks can be 
connected to the X-plore® 9000 via a
corrugated hose. 

An adjustment valve on the belt unit enables
the user to regulate the air supply between
160 and 400 l/min and therefore adapt the
air flow to his or her individual needs. The
permissible inlet pressure from the air source
into the belt unit is between 3 and 10 bar.

The Dräger X-plore® 9000 is characterised
by a particularly low noise level and is very
light in weight, enabling the user to work
safely for long periods, while benefiting
from excellent comfort.

Completing the supplied air system is an
optional air conditioning unit. This filter 
station removes particles, adhesions like oil
mists and unpleasant odours from industrial
compressed air (hygienically clean according
to EN 12021) and therefore substantially
improves the quality of the inhaled air. Up
to two users can be connected to the filter
station at the same time.

Discover the benefits of the Dräger X-plore®
9000 for yourself.
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The Dräger X-plore® 9000 supplied air system is designed for light duty industrial
applications that require an independent air supply. This modular system provides
comfortable and reliable respiratory protection in accordance with EN 14594:05.

TECHNICAL DATA

Inlet air pressure 3 to 10 bar

Air flow rate min. 160 l/min. to max. 400 l/min.

Weight 200 g

Noise level 61 dB

Working temperature and humidity +10 to +40 °C at 20 to 80% RH

Certification EN 14594:05, Class 2A

Dräger X-plore® 9000:
Belt unit for a constant air supply
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ORDER INFORMATION 

Dräger X-plore® 9000 Belt Unit R 56 660

Silencer R 56 658

Belt for Dräger X-plore® 9000 33 53 925

Corrugated hose for the connection of the Dräger X-plore® hoods, helmets and visors R 56 657

Corrugated hose for the connection of the Dräger X-plore® 4740 half masks, Dräger X-plore® 6300 and 6500 full-face masks R 56 656

Filter station for Dräger X-plore® 9000 33 53 926

Spare filter for the filter station 33 53 927

Standard compressed air hose 10 m 33 53 929

Spiral compressed air hose 10 m 33 53 928

Dräger X-plore® hoods, helmets and visors:

Dräger X-plore® short hood TH2 (grey) R 56 736

Dräger X-plore® short hood TH2 (orange) R 56 737

Dräger X-plore® long hood TH2 (grey) R 56 738

Dräger X-plore® long hood TH2 (orange) R 56 739

Dräger X-plore® grinding visor with polycarbonate visor R 56 746

Dräger X-plore® grinding visor with acetate visor R 56 728

Dräger X-plore® grinding helmet with acetate visor R 56 747

Dräger X-plore® welding visor R 55 348

Dräger X-plore® half masks:

Dräger X-plore® 4740, silicone, M/L R 55 874

Dräger X-plore® 4740, silicone, S/M R 55 875

Dräger X-plore® 4740, TPE, M/L R 55 876

Dräger X-plore® full-face masks:

Dräger X-plore® 6300 R 55 800

Dräger X-plore® 6530 polycarbonate lens R 55 795

Dräger X-plore® 6530 triplex lens R 55 810

Dräger X-plore® 6570 polycarbonate lens R 55 790

Dräger X-plore® 6570 triplex lens R 55 850

Accessories for the headpieces are shown in the separate leaflets for the Dräger X-plore® hoods, helmets and visors and the Dräger X-plore® masks.
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SUBSIDIARIES

AUSTRALIA
Draeger Safety Pacific Pty. Ltd.
Axxess Corporate Park
Mt. Waverley. Vic 3149
Tel +61 3 92 65 50 00
Fax +61 3 92 65 50 95

CANADA
Draeger Canada Ltd.
7555 Danbro Crescent
Mississauga, Ontario L5N 6P9
Tel +1 905 821 8988
Fax +1 905 821 2565

P. R. CHINA
Beijing Fortune Draeger
Safety Equipment Co., Ltd.
Beijing 101300
Tel +86 10 80 49 80 00
Fax +86 10 80 49 80 05

FRANCE
Dräger Safety France S.A.S.
3c, Route de la Fédération
67025 Strasbourg Cedex
Tel +33 388 40 76 76
Fax +33 388 40 76 67

MEXICO
Draeger Safety S.A. de C.V.
Av. Peñuelas No. 5
Querétaro, Qro México
Tel +52 442 246 1113
Fax +52 442 246 1114

NETHERLANDS
Dräger Safety Nederland B.V.
Edisonstraat 53
2700 AH Zoetermeer
Tel +31 79 344 46 66
Fax +31 79 344 47 90

SINGAPORE
Draeger Safety Asia Pte. Ltd.
67 Ayer Rajah Crescent # 06 03
139950 Singapore
Tel +65 68 72 92 88
Fax +65 67 73 20 33

REP. OF SOUTH AFRICA
Dräger South Africa (Pty) Ltd.
P.O.Box 68601
Bryanston 2021
Tel +27 11 465 99 59
Fax +27 11 465 69 53

SPAIN
Draeger Safety Hispania S.A.
Calle Xaudaró 5
28034 Madrid
Tel +34 91 728 34 00
Fax +34 91 729 48 99

UNITED KINGDOM
Draeger Safety UK Ltd.
Blyth Riverside Business Park
Blyth, Northumberland NE24 4RG
Tel +44 1670 352 891
Fax +44 1670 356 266

USA
Draeger Safety, Inc.
101 Technology Drive
Pittsburgh, PA 15275
Tel +1 412 787 8383
Fax +1 412 787 2207

Dräger Safety AG & Co. KGaA
Revalstrasse 1
23560 Luebeck, Germany
Tel +49 451 882 0
Fax +49 451 882 2080
www.draeger.com
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